
CENTRAL
CONDUIT Schedule 40 PVC Electrical Conduit

Part Number Trade Size (in) Length (ft) Average O.D. (in) Nom. I.D. (in) Crate Quantity 
(ft)

Approx. lbs. per 
100’

Crate weight 
(lbs.)

0504010 1/2 10 0.840 0.622 6,000 17 1020

0754010 3/4 10 1.050 0.824 4,400 22 968

1004010 1 10 1.315 1.049 3,600 33 1172

1254010 1-1/4 10 1.660 1.380 3,300 44 1452

1504010 1-1/2 10 1.900 1.610 2,250 53 1186

2004010 2 10 2.375 2.067 1,400 73 1022

2504010 2-1/2 10 2.875 2.469 930 116 1079

3004010 3 10 3.500 3.068 880 161 1417

3504010 3-1/2 10 4.000 3.548 630 194 1222

4004010 4 10 4.500 4.026 570 229 1305

5004010 5 10 5.563 5.047 380 311 1182

6004010 6 10 6.625 6.065 260 403 1045

8004010 8 * 10 8.625 7.942 140 607 850

0504020 1/2 20 0.840 0.622 12,000 17 1980

0754020 3/4 20 1.050 0.824 8,800 22 1936

1004020 1 20 1.315 1.049 7,200 33 2376

1254020 1-1/4 20 1.660 1.380 6,600 44 2904

1504020 1-1/2 20 1.900 1.610 4,500 53 2375

2004020 2 20 2.375 2.067 2,800 73 2044

2504020 2-1/2 20 2.875 2.469 1,860 116 2158

3004020 3 20 3.500 3.068 1,760 161 2834

3504020 3-1/2 20 4.000 3.548 1,260 194 2435

4004020 4 20 4.500 4.026 1,140 229 2612

5004020 5 20 5.563 5.047 760 311 2364

6004020 6 20 6.625 6.065 520 403 2096

8004020 8 * 20 8.625 7.942 280 607 1700

Central Conduit
539 W. Commerce St, #3276
Dallas, TX 75208

Tel: 945-212-7111 info@centralconduit.comwww.centralconduit.com

MADE IN THE 

USA

Key Features:

• Trade sizes ½” to 8”

• 10 or 20 foot lengths

• Socket on one end

• NEMA TC�2 and UL 651 Standards

• Rated for 90°C conductors

• Corrosion and rust proof

• Sunlight resistant (per UL 651�

• Non-conductive for your safety

• Lightweight - easy handling and installation

• Above ground and underground applications

• Solvent cement weld assembly

Certifications:

• Approved for all government projects

• Approved for all DOT projects

• Buy America Act compliant

• Build America, Buy America compliant

• UL or ETL Certified

• Made in the USA 

How to buy:

• Sold in full bundles
• Freight included

• Call 945�212�7111

* 8” not UL
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